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Ne FATA-STC0306

HACTOSIIHAA JONOJHUATEJIBHBINA S-TEC Corporation

CEPTH®HUKAT THIIA BBIJIAH 1 S-TEC Way, Mineral Wells

THIS SUPPLEMENTAL TYPE CERTIFICATE ISSUED TO 76067, Texas

I'OCYJAAPCTBO PA3PABOTUYHKA Coennnénnbie llTaTel Amepukn

STATE OF DESIGN United States Of America

W3MEHEHUWE TUITOBOM KOHCTPYKIIUH YeranoBka  cHCTEMbI  YJAY4YINEHHSl  YCTOHYHBOCTH M

DESCRIPTION OF TYPE DESIGN CHANGE apTonuaoTa HeliSAS
Installation of HeliSAS stability augmentation system and
autopilot (SR02254LA)

HOMEP CEPTH®HKATA THIIA CT206-R44

ORIGINAL TYPE CERTIFICATE NUMBER

JAEPKATEJIb CEPTU®UKATA THITA Robinson Helicopter Company

TYPE CERTIFICATE HOLDER

U3JEJIUE Beproner Robinson R44

PRODUCT Robinson R44 Helicopter

MOJEJIA R44, R4 11

MODELS

YAOCTOBEPAET, 4YTO THIIOBAS KOHCTPYKIIMSI BBIIIEYKASAHHOI'O HM3AEJIUS
C HW3MEHEHMEM THIIOBOM KOHCTPYKIMHM COOTBETCTBYET TPEBOBAHUSM
CEPTH®HKAIIHOHHOI'O BA3HUCA B ITPEJAEJIAX YCTAHOBJIEHHBIX OI'PAHUYEHUHU

CERTIFIES THAT THE CHANGE IN THE TYPE DESIGN FOR THE PRODUCT LISTED ABOVE WITH THE LIMITATION AND
CONDITIONS SPECIFIED MEETS THE APPLICABLE CERTIFICATION BASIS REQUIREMENTS

M.B. BYJIAHOB
M. BULANOV

3AMECTHUTEJIb PYKOBOJHUTEJISA
DEPUTY DIRECTOR GENERAL
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ONMUCAHHUE THIMOBO KOHCTPYKIAN, HEOBXOJAUMOE OBOPY/IOBAHHUE H OT'PAHUYEHMSA
DESCRIPTION OF DESIGN CHANGE , REQUIRED EQUIPMENT AND LIMITATIONS

YeraHoBKa CHCTEMbl YJAYYIUEHHS YCTOHYHBOCTH M ABTONWIOTA NPOM3BOAMTCH B COOTBETCTBHH C JOKYMEHTOM
Master Data List S-TEC HeliSAS-026 pesususn F or 27 susapsa 2016 roga wnu Gosee no3ausis onobpennas FAA
Bepcus.

Installation of stability augmentation system and autopilot in accordance with S-TEC Master Data List HeliSAS-026,
Revision F dated January 27, 2016, or later FAA Approved revisions.

2. Jlononnenne k PykosoacTsy no jerHoii sxenuryatauun ST-931-RFM-0001 pesususi D, ono6pennoe FAA 1 ¢pespans

2016 roaa nau Gonee no3auas oxobpennas FAA Bepcus, sipnsierca obasarebHbIM A5 BeproaéTor R44 u R44IL

FAA Approved Rotoreraft Flight Manual Supplement ST-931-RFM-0001, Revision D dated February 1, 2016, or later FAA
Approved revisions is required for R44 and R441I Helicopters.

HHeTpykuuu no noaaepxanuio NéTHoi rognoetn ST-931-ICA-0001 pesusus B or 21 susapsn 2016 roga wan Gosee
no3anue ogo6pennnie FAA Bepcun 10/KkHBI GbITE A0CTYNHBI IKCIIYATAHTY.

Instructions for Continued Airworthiness ST-931-I1CA-0001, Revision B, dated January 21, 2016, or later FAA Approved
revisions must be made available to the operator at the time of installation.

Jlo ycTanOBKH JaHHOTO H3MeHeHHs Heo0XoauMo yOeaMThes B OTCYTCTBMH OTPHUATENLHOr0 BIHAHHS HA JIETHYIO
TOHOCTH BO3AYIIHOTO CY/IHA C YUYeTOM BCeX H3IMeHeHHii, paHee BBeJeHHBIX B ero THNOBYI KOHCTPYKIHIO.

Prior to incorporating this modification it must be determined that the interrelationship between this design change and
any other modification(s) incorporated will not adversely affect the airworthiness of the modified product.
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